
MIL-PRF-19500L
NOTICE 1
7 June 1999

PERFORMANCE SPECIFICATION
SEMICONDUCTOR DEVICES,

GENERAL SPECIFICATION FOR

These specifications are hereby inactivated for new design and are prohibited for future use, except for replacement
purposes.

This notice should be filed in front of the noted MIL-S-19500 specifications:

Document Date Document Date Document Date

4D 18 Nov 66 99E 31 Jul 67 278E 19 Jan 91
9B 12 Mar 70 102A 29 Dec 66 282C 23 Jun 92
13B 26 Jan 65 104C 29 Nov 65 283D 29 Jul 92
16E 24 Nov 64 110C 11 Apr 72 296B 5 Feb 93
20C 22 Mar 71 126C 24 Mar 71 312C 01 Aug 92
24D 18 Mar 70 174B 29 Nov 71 339 17 Dec 65
37D 22 Nov 71 175C 10 Oct 68 340 17 Dec 65
38C 10 Jan 69 176B 13 Dec 71 347A 30 Jul 93
40B 26 Feb 68 191A 14 Jan 64 364 10 Oct 66
60E 19 Mar 70 192B 06 Oct 89 378B 21 Jun 90
64D 29 Jun 67 200B 09 Jun 89 380B 04 Jun 91
65B 19 Mar 70 201B 25 Sep 89 388B 30 Jun 92
69E 22 Nov 71 204F 27 Apr 82 467 25 Jan 72
74E 17 Oct 67 205B 11 Jun 90
75B 18 Oct 66 226B 11 Jun 90
86A 20 Mar 64 236A 20 Oct 70
89D 22 Mar 71 277D 10 Jun 91

The Qualified Manufacturers List (QML) associated with this inactive for new design specification will be maintained
until acquisition of the product is no longer required, whereupon the specification and QML will be canceled.

Custodians: Preparing activity:
  Army - CR DLA - CC
  Navy - EC
  Air Force -11
  DLA - CC (Project 5961-2168-01, 02, 04, 05, 06, 07, 12, 13, 14, 18, 21, 22,

25, 28, 29, 34, 37, 39, 40, 41, 42, 48, 5961-2177-11, 5961-2168-
88, 2177-12, 2168-94, 95; 5961-2169 -1, 2, 3, 09, 5961-2177, 1,
2, 2168- 61, 64, 65, 2177-06, 2168-71, 79, 80, 81, 84, 2177-07,
2168-86, 2177-8, 2177-3)

Review activities:
  Navy - OS,  SH,  AS, CG, MC
  Army - AV, AR, SM, MU, MI
  Air Force - 13, 19, 70, 80, 99
  NASA – NA

AMSC N/A FSC 5961

DISTRIBUTION STATEMENT A.   Approved for public release; distribution is unlimited.
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